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Technical features.

TECHNICAL SHEET

EN 14411 standasts - Appendix G - Dry-pressed tiles with low water absorption Group Bla GL.
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LENGTH AND WIDTH: ACCEPTABLE DEVIATION (%) OF
THE AVERAGE SIZE OF EVERY TILE FROM THE
1 .
MANUFACTURING_;M[, & G5 6,458
AOBXUHA TA LUMPUHA: [JONYCTUME BIJXW/IEHHS
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BUPOBHUYMX PO3MIPIB J'
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AND QUALITY TOBLLMHA & A
wy
OF THE STRAIGHTNESS OF THE EDGES 8 0, 5 £ 0%
KOCOKYTHICTh o
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NOBEPXHI FLATNESS 2 ‘ B i
nnowkkicts , LS Bkt
‘ The 95% minimum of
QUALITY OF THE SURFACE the samole tiles must
AKICTL MOBEPXHI be free of visible KOBAPLIANT
defects
WATER ABSORPTION UNIEN 150 ) .
BO/LONOTIMHAHHS 105453 | £0,5% Bla =0,5
PHYSICAL BREAKING LOAD BENDING STRENGHT (R) UNIEN 150 Min 1300 N >1300 N
PROPERTIES PYWUHIBHE HABAHTAMEHHS (R) 10545-4 Rz 35N/mm’ > 35 N/mm?2
PI3UYHI FROST RESISTANCE UNIEN 150 i B
i E 2b) “OMPLIANT
B/IACTUBOCTI MOPO3OCTIAKICT 10545-12 REHEIRE il
RESISTANCE TO SURFACE ABRASION (PE1) UNIEN 150 0.5 g |
- CTMKICTo AOCTWPAHHA(PEY | woss7 | %% | 3+ C ]
CHEMICAL RESISTANCE: TO CHEMICAL PRODUCTS FOR | i I
CHEMICAL HOUSEHOLD. USE, TO HIGH AND LOW ACID AND BASIC | UNIEN 50 ‘ As indicated by i
PROPERTIES CONCENTRATIONS 10545-13 manufacturer ‘ ;A
XIMIYHI XIMIYHA CTIHKICTb ‘ ‘
RIBCTHEOLN i STANRESSTANCE T wewso | i
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